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G U M A K O L – GKM – 86 
 


GUMAKOL – GKM – 86 e sredstvo protiv smrznuvawe i nafa}awe na mraz na 
pneumatski sostavi i aparati,transportni traki,elevatori vo nadvore{ni 
uslovi pri niski temperaturi. Voedno vr{i i topewe na ve}e zafateniot 
mraz na istite a ne predizvikuvaj}i nagrizuvawe na samite sistemi i 
sostavite,i voedno  vr{i nivno ~istewe. 
 
Na~in na koristewe: 
 
GUMAKOL – GKM – 86 se koristi so prema~kuvawe na doti~nite povr{ini 
so ~etka ili nanesuvawe na istiot so prskawe so pumpa. 
 
Napomena: 
 
-Da se ~uva na suvo i temno mesto so uslovi za provetruvawe. 
-Da se ~uva oddale~eno od izvori na palewe. 
-Ako dojde vo dopir so o~ite,vedna{ da se isplaknat so mnogu voda i da    se 
pobara lekarska pomo{. 
-Da se koristi za{titan oprema pri negovo koristewe. 
-Skladi{tewe: od – 400C do +350C. 
-Da ne se izlo`uva na jaka son~eva svetlina. 
-Rok na traewe: 2 godini. 
 


HEMISKO - FIZI^KI KARAKTERISTIKI 
 


1.1 Izgled                                                        svetlo zelena boja 
1.2 Sodr`ina na primarni alkoholi                                      > 88 
1.3 To~ka na mrznewe                                                  pod -450C 
1.4 To~ka na vriewe                                                           800C 
1.5 Indeks na prekr{uvawe                                               1.360 
1.6 Sodr`ina na vi{i alkoholi                                      >0.5 
1.7 Korozivnost                                         korozivno negativna 
 
2.1 Sodr`ina na estri presmetani na etil acetat vo mg1/1000                 37 
2.2 Sodr`ina na aldehidi presmetani vo acedalhedid vo volumen na  
       proizvod                                                                                                 0.001                                      
2.3 Sodr`ina na eteri~ni masla                                           0 
2.4 Sodr~ina na metanol                                                      0 
2.5 Sodr`ina na furfurol                                                      0 
   
 
                                        Pakuvawe i skladi{tewe 
  
GUMAKOL - GKM - 86  se pakuva voplasti~ni buriwa od 50 i 208 litri. 
Prepora~livo e skladi{tewe vo  zatvorenii prostorii . 
 
                                                                             Electrolux 
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GUMAKOL – GKM - 86 
 


GUMAKOL-GKM -86 is a liquid against frozening and depositing of ice on 
pneumatic   connections and devices,conveyor belts, elevators in external condi- 
tions at low temperatures.At the same time performs also melting of already dep- 
Osited ice on them and doesn’t cause damage to the same time is cleaning them. 
 
Usage 
 
GUMAKOL-GKM-86 Iis used with greasing on the surfaces with brush or 
applying it with spraying pump. 
 
Note 
 
-To store it in a dry dark place with ventilating conditions. 
-To keep it away from fireing sources. 
-If it came to an eye contact,flash it at once with planty of wather and to ask for a 
medical service. 
-To use protective equipment during usage . 
-Storage:From -40 C to +35 C. 
-Not to dispose it on high sun light. 
-Self live:2 years. 
 


CHEMICAL-PHYSICAL CHARACTERISTICS 
1.1 Apperance                                                   light green colour 
1.2 Content of primaty alchocols                                             <88 
1.3 Freezing point                                                       under -45 C 
1.4 Boiling point                                                                    80 C 
1.5 Breaking index                                                                1.360 
1.6 Content of high alcohols                                                   >0.5 
1.7 Corrosivity                                               corrosively negative 
 
2.1 Content of esters scaling on ethyl acetate in mgl/1000        37 
2.2 Content of aldehydes calculated in acetaldehyde in vol- 
ume of product.                                                                     0.001 
2.3 Content of eteric oils                                                              0 
2.4 Content of methanol                                                               0 
2.5 Content of fufurol                                                                   0 
 


PACKING AND STORAGE 
 
GUMAKOL-GKM-86 is packed in plastic drums of 50-220 L.Storage in 
closed rooms is reco       Electrolux-Bitola 


 








G U M A K O L – GKM-86 
 


GUMAKOL – GKM – 86 e sredstvo za perewe, odmastuvawe na pneumatski 
sostavi i aparati,transportni traki,elevatori vo prehrambeni uslovi pri  
normalni  temperaturi . Vo edno vr[i i ~istewe na ve]e zafatenite  
talozi,i na istite  ne predizvikuvaj]i nagrizuvawe na samite sistemi i 
sostavite,a vo edno  vr[i i nivno dezinficirawe. 
 
Na~in na koristewe: 
 
GUMAKOL – GKM – 86 se koristi so prema~kuvawe na doti~nite povr[ini 
so ~etka ili nanesuvawe na istiot so prskawe so pumpa.A posle 
toa se bri[e so ~ista i suva krpa. 
 
Napomena: 
 
-Da se ~uva na suvo i temno mesto so uslovi za provetruvawe. 
-Da se ~uva oddale~eno od izvori na palewe. 
-Ako dojde vo dopir so o~ite,vedna[ da se isplaknat so mnogu voda i da    se    
pobara lekarska pomo[ . 
-Da se koristi za[titan oprema pri negovo koristewe. 
-Skladi[tewe: od - 400S do +350S. 
-Da ne se izlo`uva na jaka son~eva svetlina. 
-Rok na traewe: 2 godini. 
 


HEMISKO - FIZI^KI KARAKTERISTIKI 
 


1.1 Izgled                                                                                         bezboen 
1.2 Sodr`ina na primarni alkoholi                                         > 88 
1.3 To~ka na mrznewe                                                         pod -450S 
1.4 To~ka na vriewe                                                                    800S 
1.5 Indeks na prekr[uvawe                                                   1.360 
1.6 Sodr`ina na vi[i alkoholi                                                     >0.5 
1.7 Korozivnost                                         korozivno negativna 
2.1 Sodr`ina na estri presmetani na etil acetat vo mg1/1000                   37 
2.2 Sodr`ina na aldehidi presmetani vo acedalhedid vo   
       volumen na proizvodproizvod                                                                              0.001                                      
2.3 Sodr`ina na eteri~ni masla                                                            0 
2.4 Sodr~ina na metanol                                                                           0 
2.5 Sodr`ina na furfurol                                                            0 
   
                                        Pakuvawe i skladi[tewe 
  
GUMAKOL - GKM - 86  se pakuva voplasti~ni buriwa od 50 i 208 litri. 
Prepora~livo e skladi[tewe vo  zatvorenii prostorii . 
 
                                                                                                          Electrolux 
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